TIKKURILA

OKSALAKKA

KNOTTING LACQUER FOR INTERIOR USE

DESCRIPTION  
Oksalakka

RECOMMENDED USES  
Knots on softwood surfaces.

PRODUCT FEATURES  
Water-borne special lacquer for interior use. Slows the bleeding of resin from knots through opaque painted surfaces.

The above information is not intended to be exhaustive or complete. The information is based on laboratory tests and practical experience, and it is given to the best of our knowledge. The quality of the product is ensured by our operational system, based on the requirements of ISO 9001 and ISO 14001. As manufacturer we cannot control the conditions under which the product is being used or the many factors that have an effect on the use and application of the product. We disclaim liability for any damages caused by using the product against our instructions or for inappropriate purposes. We reserve the right to change the given information unilaterally without notice.
# OKSALAKKA

## TECHNICAL DATA

<table>
<thead>
<tr>
<th>Colour Shades</th>
<th>Color: yellowish</th>
</tr>
</thead>
<tbody>
<tr>
<td>Can sizes</td>
<td>0.333 l</td>
</tr>
<tr>
<td>Application method</td>
<td>Brush.</td>
</tr>
<tr>
<td>Drying time (23°C and 50% relative air humidity)</td>
<td>The surface will dry in 15–30 minutes in normal humidity.</td>
</tr>
<tr>
<td>Density (kg/l)</td>
<td>Approx. 1.0 kg/l, ISO 2811</td>
</tr>
<tr>
<td>Storage</td>
<td>Protect from frost.</td>
</tr>
</tbody>
</table>
APPLICATION INSTRUCTIONS

Application conditions
The surface to be treated must be dry, the ambient temperature at least +5 °C and the relative humidity of air below 80%.

Surface preparation
Clean the surface of any dirt, dust and loose resin.

Lacquering
Seal knots and resinous spots with one or two coats of Oksalakka before painting with an opaque paint.

Use a clean brush. Clean the brush carefully after use. Do not mix with other paint products.

Cleaning of tools
Clean tools immediately after use with water.

Environmental and waste disposal
Destroy liquid waste according to the local regulations for hazardous waste. Recycle empty, dry cans or dispose them of in accordance with local regulations.

HEALTH AND SAFETY LABELLING according to Regulation (EC) No. 1272/2008
Contains 1,2-benzisothiazol-3(2H)-one (BIT). May produce an allergic reaction. Wear protective gloves.

The above information is not intended to be exhaustive or complete. The information is based on laboratory tests and practical experience, and it is given to the best of our knowledge. The quality of the product is ensured by our operational system, based on the requirements of ISO 9001 and ISO 14001. As manufacturer we cannot control the conditions under which the product is being used or the many factors that have an effect on the use and application of the product. We disclaim liability for any damages caused by using the product against our instructions or for inappropriate purposes. We reserve the right to change the given information unilaterally without notice.